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cL Exterior stringer

Place nuts above and

below support angles

to adjust trough slope.

77

FOR EXISTING STRUCTURE

New support angle 

þÿ�6�’�’� �x� �4

attached to bottom

of end diaphragm.

Bottom of existing

concrete end diaphragm
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DRAINAGE TROUGH DETAIL AT ABUTMENT
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DOWNSPOUT DETAIL AT END OF ABUTMENT

8’’   PVC downspout pipe

to be attached to the

abutment and the 

abutment backwall 

þÿ�w�i�t�h�  &�’�’� �x

þÿ�a�n�d� ���’�’� � 

bolts as shown.

 

 

þÿ &�’�’� �x� �2�’�’� 

þÿ�2� �-� ���’�’� � � �e�x

with 4’’ min. embedment (Typ.).

Top of slope protection
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SBR-SR(0.06)-95-309

11/14/95

1-23-97

1’-1’’

Existing Stiffener (Typ.)

Bottom of deck

 

 

Fiberglass catch basin,

for details see Std. No.

BR-SS(7.17)-95-313.
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1-22-01

DIRECTOR

New support angle 

þÿ�6�’�’� �x� �4�

installed at constant

cross slope toward

drain pipe. Trim 

horizontal  leg to

clear fiberglass

pipe.
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